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	Annexure MRTS15.1 (March 2019)
	

	Noise Fences
	

	
	

	Specific Contract Requirements
	

	
	

	Contract Number
	
	

	

	Note:
	Clause references within brackets in this Annexure refer to Clauses in the parent Technical Specification MRTS15 unless otherwise noted.



	Approved Products (Clause 5)
The following products are approved for use in noise fences.

	Product Type
	Registered Products

	Plywood panels
	

	Concrete panels
	

	Composite panels
	

	Steel panels
	

	Aluminium panels
	

	Transparent safety panels
	

	Acoustic seals
	

	Paints
	

	Preservative treatment of cut plywood above ground
	



	Specific Material Types (Clause 6.6.1)
Type of Panels
Panels of the following type(s) are to be used in the Contract.

	From Chainage
	To Chainage
	Type

	
	
	

	
	
	



	Connectors to Steel Posts

	
	Panels are to be connected to steel posts with
	



	Wind Loading
Region (Clause 6.6.9(b))

	
	The region for the purpose of noise fence design shall be
	Region B
	



	
	
	Region C
	


	Terrain Category (Clause 6.6.9(c))

	
	The terrain category to be applied to noise fence design is
	



	Topographic Multiplier (Mt) (Clause 6.6.9(e))

	From Chainage
	To Chainage
	Mt

	
	
	

	
	
	

	
	
	



	Terrain / Height Multiplier (Mz,cat) (Clause 6.6.9(f))

	From Chainage
	To Chainage
	Mz,cat

	
	
	

	
	
	

	
	
	



	Components to be Salvaged
List of Noise Fence components to be Salvaged (Clause 7.17.1)
The following is a list of existing noise fence components to be salvaged.

	From Chainage
	To Chainage
	Components
(panels, posts, battens and/or angles)

	
	
	

	
	
	



	Location of Storage Site (Clause 7.17.2)
Salvaged noise fence components shall be transported to the following storage site.

	
	



	Supplementary Requirements (Clause 9)
The following supplementary requirements shall apply.
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