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Notes:
1.

2.

4.

May be used in advance of a tunnel where an alternate route is available.  

*  See Page 6 for patch details.

3. ** Insert clearance height.
# Insert dangerous goods classes as required.
## 5. When high or dangerous goods vehicles are detected, the relevant 
group of 4 x 200 mm diameter flashing lanterns are to operate in 
accordance with ITS guidelines.

Road Safety and Systems Management Division
Road Safety Unit
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Notes:
1.
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May be used in advance of a tunnel where an alternate route is available.  

*  See Page 6 for patch details.

3. ** Insert clearance height.
# Insert dangerous goods classes as required.
## 5. When high or dangerous goods vehicles are detected, the relevant 
group of 4 x 200 mm diameter flashing lanterns are to operate in 
accordance with ITS guidelines.

Road Safety and Systems Management Division
Road Safety Unit
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WARNING SIGN
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PRINCIPAL ENGINEER
(Traffic Engineering)
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Colour Legend
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1.
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May be used in advance of a tunnel where an alternate route is available.  

*  See Page 6 for patch details.

3. ** Insert clearance height.
# Insert dangerous goods classes as required.
## 5. When high or dangerous goods vehicles are detected, the relevant 
group of 4 x 200 mm diameter flashing lanterns are to operate in 
accordance with ITS guidelines.

Road Safety and Systems Management Division
Road Safety Unit
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Notes:
1.
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4.

May be used in advance of a tunnel where an alternate route is available.  

*  See Page 6 for patch details.

3. ** Insert clearance height.
# Insert dangerous goods classes as required.
## 5. When high or dangerous goods vehicles are detected, the relevant 
group of 4 x 200 mm diameter flashing lanterns are to operate in 
accordance with ITS guidelines.

Road Safety and Systems Management Division
Road Safety Unit
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MUST NOT ENTER”
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Notes:
1.
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4.

May be used in advance of a tunnel where an alternate route is available.  

*  See Page 6 for patch details.

3. ** Insert clearance height.
# Insert dangerous goods classes as required.
## 5. When high or dangerous goods vehicles are detected, the relevant 
group of 4 x 200 mm diameter flashing lanterns are to operate in 
accordance with ITS guidelines.

Road Safety and Systems Management Division
Road Safety Unit
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WARNING SIGN PLATES
“CLEARANCE / PLACARD LOADS”
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(Traffic Engineering)
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1. These  plates to be utilised with TC1812_1 -TC1812_5.

1. **  
#2.   Insert dangerous goods classes as required.

Insert clearance height.
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